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90151-0329DJB (2/3)

CP180L-A
4
130 kg 180 kg
3,255 mm
2,050 /h 1,800 /h
400 mm 2,000 mm
+ 0.5 mm 1SO9283
140 /s 130 /s
125 /s 120 /s
130 /s 125 /s
400 /s 330 /s
*1 130kg - 180kg
+ 160
95 - 46
15 - 110
+ 360
50 kg m’ 85 kg m’
*2
1,600 kg
0-45
35-85%
10GY9/1
@ 12x 2
JT1
8
12
JT2



90151-0329DJB (3/3)

2526

1192.7 1600
Rear side interference area T
o _')_
160 RQQEA
Ritg; | -
(=]
— (=]
I P 2
JT1
16¢°
255 1550 250
Working range
based on point P
le
o - (=}
[7=] . <+
Ni o ; s // - mo N[
S Nty (% N
@)ngﬁk\ I | | 3\ Point P
g % T2
{0) AS JT2
y ” N
o Q\§\ ‘O’ q5°
2 \\ \ ~N «
AN .
= N - =
~
o
\\\¥7 ~
B - o
- _ o <o
- | 2 E
m R
| | (0]
J
o ——
\
~ T - ]
INERE /
./
(=]
Z /
481.5 481.5 ~ ‘
963 ’ ©
-
[c o]
- [ o]

926.8

3255

VIEW A
474 375

O S

o
o o o| ©
< RIS - B =

o

® - —
100 500 100 8-6929

©
~
N

#

30

$22

Installation Dimensions

CP180L/300L-A
WORKING RANGE

Bat{Kawasaki

DATE:2401.17




